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120"
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EXISTING BITUMINOUS PAVEMENT

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIX "C", N5O — 1-1/2"

PROPOSED BITUMINOUS CONCRETE BINDER COURSE,
SUPERPAVE, IL.~19.0, NS0 — 2—1/4"

PROPOSED AGGREGATE BASE COURSE, TYPE A 12"
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-—6.24
PROPOSED PORTLAND CEMENT CONCRETE SIDEWALK 4"

PROPOSED STEEL PLATE BEAM GUARDRAIL

PROPOSED MODULAR BLOCK RETAINING WALL (VARIES 5 TO 9° HIGH)
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NOTE: 1.

PROPOSED RETAINING WALL LT ENDS STA 7+25.00

2. PROPOSED RETAINING WALL RT ENDS STA 7+50.00
(SEE CROSS SECTIONS AND PLAN AND PROFILES)

STA. 6+21.65 TO STA. 8+39.26
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PROPOSED BITUMINOUS SHOULDERS

EXISTING BITUMINOUS PAVEMENT

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIX "C", N50 — 1-1/2"

PROPOSED BITUMINOUS CONCRETE BINDER COURSE,
SUPERPAVE, IL-19.0, N50 — 2-1/4"

PROPOSED AGGREGATE BASE COURSE, TYPE A 12"
PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B—6.24
PROPOSED PORTLAND CEMENT CONCRETE SIDEWALK 4"

NOTE:

1, PROPOSED SIDEWALK LT ENDS 8+82.53

2. PROPOSED DITCH LT & RT BEGINS STA. 8+50

PROPOSED TYPICAL ROADWAY SECTION

STA.

BUREAU COUNTY SECTION 01-00008-00-BR

8+39.26 TO STA. 9+20.06

TOTAL | SHEET
ROUTE NO. | SECTION COUNTY SIEETS | ho
MS 1090 | Ok  |BUREAU COUNTY | 27 4

% SECTION 01--00008~00-8R
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— EXISTING BITUMINOUS PAVEMENT

SUPERPAVE, MIX "C", N50 ~ 1-1/2"

SUPERPAVE, IL-19.0, N50 — 2-1/4"

PROPOSED BITUMINOUS SHOULDERS 6"

NOTE: 1. PROPOSED CURB & GUTTER LT ENDS 9+54.89

STA. 9+20.06 TO STA. 9+88.50
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PROPOSED BITUMINOUS CONCRETE SURFACE COURSE,
PROPOSED BITUMINOUS CONCRETE BINDER COURSE,

PROPOSED AGGREGATE BASE COURSE, TYPE A 12"
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